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Spectral test report for lamp

Product type Test time C2019/9/24 9:36:33
Product Mo.  : G9 COB 3969k 3.78VW 526Im 20454 Test equipment | SPEC-20004 Spectrometer
Manufacturer Cperatar

CIE Color Parameter

Chromaticity coordinatesx=0.3828 y=023307 u=02251 v=023358 u*=02251 '=05037
Colartemperature: 3969 K (duv=+0.00115) Color difference: SDCM(CIE)}=1.6 Main WlAd=485.02 nm Purity: 0.162
Peak wavelength:Ap=596.2 Centroid wavelength:564.1 nm FWHM:AAp=1481nm ColorratiocR=0.201 G=0753 B=0.0486

Calar rendering index (Ra)Ra=83.65
R1=826 R2=945 R3=952 R4=803 R5=850 RG6=909 R7Y=F98 RB=606
RO=13.0 R10=875 RM=794 R12=677 R13=861 R14=883 R15=748

SDCM(CIE)=1.6 =

e
7 Lk
(IRANE
N

SDCM=
SDCMS
SDCH=

[-- &R

iy

1.0

WA

3.10

1.08
]

x=0.3800 y=03800 [EC/F4000K SDCM Chart - “ 50 ol o R, W . = o

Optical Parameter

Luminous flux: 4258 Im luminous efficiency:112.65 Imifw Radiant flux 1.335 W
Energy efficiency index(EEI): 0.087 Energy efficiency class:A++(most efficient) (EL 87
Mesopticvision flux(lm): USP=708.834 MOVE=426241 MES1=376.138 MES2=375.41

Electrical Parameter
Voltage(V): 229.80 CurrentfA). 0.0130 WatteW): 3.780 Power factor: 0.8770

Test Infomation

Temperature 250DegC Humidity 65%

Testrange :380-800nm : 1Tnm Peak AD. A7216 (72.0%)

Preheat time :0{min) Integral time. :215.03 (ms)
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